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Technical data
• Stitch type 301
•  Max. sewing speed 5,000 spm.
• Max. stitch length 5 mm (-02)
•  Foward & back stitch length separately adjustable
•  Presser foot connection rod available for the use of  

different types of sewing feet

clearance under the arm 
260×130 mm

Fully automatic lubrication system

models
•  GT655-01  |  Double lockstitch zig zag fast seamer,  

max. stitch length 2.5 mm
• GT655-02  |  Double lockstitch zig zag fast seamer,  

max. stitch length 5.0 mm
• GT655d-01   |  Double lockstitch zig zag fast seamer,  

max. stitch length 2.5 mm with automatic  
thread trimmer, thread wiper, back tack & 
automatic presser foot lift (optional)

• GT655d-02   |  Lockstitch zig zag fast seamer,  
max. stitch length 5.0 mm with automatic  
thread trimmer, thread wiper, back tack & 
automatic presser foot lifter (optional)

• GT656    |  4 step lockstitch zig zag fast seamer,  
max. stitch length 2.5 mm

• GT656d     |  4 step lockstitch zig zag fast seamer,  
max. stitch length 2.5 mm with automatic thread 
trimmer, thread wiper, back tack &  
automatic presser foot lift (optional)

carton dimensions & gross weights for sewing head
66×30×60 cm, 47 kg
Specifications can differ depending on model. 

Technische daten
• Stichtyp 301
•  Max. Nähgeschwindigkeit 5.000 Stiche / Minute
• Max. Stichlänge 5 mm (-02)
• Vorwärts- und Rückwärtsstichlänge getrennt einstellbar
•  Nähfußadapter erhältlich zur  

Verwendung unterschiedlicher Nähfußtypen 

durchgangsraum im nähmaschinenarm 
260×130 mm

Vollautomatisches Schmiersystem

ausführungen
•  GT655-01  |  Doppelsteppstich-Zick-Zack Schnellnäher,  

max. Stichlänge 2,5 mm
• GT655-02  |  Doppelsteppstich-Zick-Zack Schnellnäher,  

max. Stichlänge 5,0 mm
• GT655d-01   |  Doppelsteppstich-Zick-Zack Schnellnäher,  

max. Stichlänge 2,5 mm mit automatischem  
Fadenabschneider, Fadenwischer,  
Verriegelungsautomatik und automatischer  
Nähfußlüftung (optional)

• GT655d-02   |  Doppelsteppstich-Zick-Zack Schnellnäher,  
max. Stichlänge 5,0 mm mit automatischem  
Fadenabschneider, Fadenwischer,  
Verriegelungsautomatik und automatischer  
Nähfußlüftung (optional)

• GT656    |  4-Stich Doppelsteppstich-Zick-Zack  
Schnellnäher, max. Stichlänge 2,5 mm

• GT656d     |  4-Stich Doppelsteppstich-Zick-Zack  
Schnellnäher, max. Stichlänge 2,5 mm mit  
automatischem Fadenabschneider,  
Fadenwischer, Verriegelungsautomatik und  
automatischer Nähfußlüftung (optional)

kartonmaße & Brutto-Gewichte für nähkopf
66×30×60 cm, 47 kg
Angaben können je nach Ausführung abweichen.
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